
200

40 CFR Ch. I (7–1–00 Edition)§ 413.04

shall submit a toxic organic manage-
ment plan that specifies to the control
authority’s satisfaction the toxic or-
ganic compounds used; the method of
disposal used instead of dumping, such
as reclamation, contract hauling, or in-
cineration; and procedures for assuring
that toxic organics do not routinely
spill or leak into the wastewater.

(c) If monitoring is necessary to
measure compliance with the TTO
standard the industrial user need ana-
lyze only for those pollutants which
would reasonably be expected to be
present.

(Approved by the Office of Management and
Budget under control number 2040–0074)

(Secs. 301, 304, 306, 307, 308, and 501 of the
Clean Water Act (the Federal Water Pollu-
tion Control Act Amendments of 1972, 33
U.S.C. 1251 et. seq., as amended by the Clean
Water Act of 1977, Pub. L. 95–217))

[48 FR 32483, July 15, 1983; 48 FR 43681, Sept.
26, 1983, as amended at 49 FR 34823, Sept. 4,
1984]

§ 413.04 Standards for integrated fa-
cilities.

Pretreatment standards for inte-
grated facilities shall be computed as
required by § 403.6(e) of EPA’s General
Pretreatment Regulations. In cases
where electroplating process
wastewaters are combined with regu-
lated wastewaters which have 30 days
average standards, the corresponding
30 day average standard for the electro-
plating wastewaters must be used. The
30 day average shall be determined for
pollutants in the relevant subcategory
from the corresponding daily and 4 day
average values listed in the table
below.

If the maximum for any 1 day is

And the
4 day

average
is

Then the
30 day
average

is

0.6 ........................................................ 0.4 0.3
1.2 ........................................................ .7 .5
1.9 ........................................................ 1 .55
4.1 ........................................................ 2.6 1.8
4.2 ........................................................ 2.6 1.8
4.5 ........................................................ 2.7 1.8
5.0 ........................................................ 2.7 1.5
7.0 ........................................................ 4 2.5
10.5 ...................................................... 6.8 5
20.0 ...................................................... 13.4 10
23 ......................................................... 16 12
47 ......................................................... 29 20
53 ......................................................... 36 27
74 ......................................................... 39 21
107 ....................................................... 65 45

If the maximum for any 1 day is

And the
4 day

average
is

Then the
30 day
average

is

169 ....................................................... 89 49
160 ....................................................... 100 70
164 ....................................................... 102 70
176 ....................................................... 105 70
273 ....................................................... 156 98
365 ....................................................... 229 160
374 ....................................................... 232 160
401 ....................................................... 241 160
410 ....................................................... 267 195
623 ....................................................... 257 223
935 ....................................................... 609 445

Subpart A—Electroplating of
Common Metals Subcategory

§ 413.10 Applicability: Description of
the electroplating of common met-
als subcategory.

The provisions of this subpart apply
to dischargers of pollutants in process
wastewaters resulting from the process
in which a ferrous or nonferrous basis
material is electroplated with copper,
nickel, chromium, zinc, tin, lead, cad-
mium, iron, aluminum, or any com-
bination thereof.

§ 413.11 Specialized definitions.
For the purpose of this subpart:
(a) The term sq m [‘‘sq ft’’] shall

mean the area plated expressed in
square meters [square feet].

(b) The term operation shall mean
any step in the electroplating process
in which a metal is electrodeposited on
a basis material and which is followed
by a rinse; this includes the related op-
erations of alkaline cleaning, acid
pickle, stripping, and coloring when
each operation is followed by a rinse.

§§ 413.12–413.13 [Reserved]

§ 413.14 Pretreatment standards for
existing sources.

Except as provided in §§ 403.7 and
403.13 of this title, any existing source
subject to this subpart which intro-
duces pollutants into a publicly owned
treatment works must comply with 40
CFR part 403 and achieve the following
pretreatment standards for existing
sources (PSES):

(a) No user introducing wastewater
pollutants into a publicly owned treat-
ment works under the provisions of
this subpart shall augment the use of
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